
SHALLOW SPALL REPAIR NOTES
l. SHALLOW SPALLS ARE DEFINED AS PATCHES THAT DO NOT EXTEND BELOW THE TOP MAT OF REBAR.

ALL WORK INVOLVING METHODS OF CONCRETE REMOVAL, CLEANING OF CONCRETE SURFACE, SURFACE 

PREPARATION, AND CONCRETE PLACEMENT SHALL BE PERFORMED IN ACCORDANCE WITH SECTION 628.3.4 

OF THE STANDARD SPECIFICATIONS. PAYMENT INCIDENTAL TO 628040 - SHALLOW SPALL REPAIR.
FOR ANY SHALLOW SPALL REPAIR TO TAKE PLACE WITHIN THE SPLASH ZONE OR UNDERWATER, THE 

CONTRACTOR SHALL SUBMIT A WORKING DRAWING FOR APPROVAL IN ACCORDANCE WITH SECTION 628 OF 

THE STANDARD SPECIFICATIONS.
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L\l\ r - l - -- DEEP SPALLS ARE DEFINED AS PATCHES THAT EXTEND BELOW THE TOP MAT OF REINFORCEMENT.
ALL WORK INVOLVING METHODS OF CONCRETE REMOVAL, CLEANING OF CONCRETE SURFACE AND EXISTING 

REINFORCEMENT, REPAIRING OR REPLACING DAMAGED REINFORCEMENT AS RESULT OF CONSTRUCTION 

ACTIVITIES OR SECTION LOSS, PRESENCE OF CONTRACTION OR EXPANSION JOINTS, SURFACE 

PREPARATION, AND CONCRETE PLACEMENT SHALL BE PERFORMED IN ACCORDANCE WITH SECTION 628.3.4 

OF THE STANDARD SPECIFICATIONS. PAYMENT INCIDENTAL TO 628041 - DEEP SPALL REPAIR.
FOR ANY DEEP SPALL REPAIR TO TAKE PLACE WITHIN THE SPLASH ZONE OR UNDERWATER, THE 

CONTRACTOR SHALL SUBMIT A WORKING DRAWING IN ACCORDANCE WITH SECTION 628 OF THE STANDARD 

SPECIFICATIONS.
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AROUND SPALL PERIPHERY ALL WORK INVOLVING METHODS OF CONCRETE REMOVAL, CLEANING OF CONCRETE SURFACE AND EXISTING 

REINFORCEMENT, REPAIRING OR REPLACING DAMAGED REINFORCEMENT AS RESULT OF CONSTRUCTION 

ACTIVITIES OR SECTION LOSS, PRESENCE OF CONTRACTION OR EXPANSION JOINTS, SURFACE 

PREPARATION, AND CONCRETE PLACEMENT SHALL BE PERFORMED IN ACCORDANCE WITH SECTION 628.3.5

OF THE STANDARD SPECIFICATIONS. PAYMENT INCIDENTAL TO 628050 - DECK REPAIR, V2" TO I" DEPTH; 
628051 - DECK REPAIR, 1" TO 3" DEPTH; 628052 - DECK REPAIR, 3" TO < FULL DEPTH; AND/OR 628053 - 
DECK REPAIR, FULL DEPTH.
MILLING AND OVERLAY SHALL BE PAID FOR UNDER THEIR RESPECTIVE ITEMS.
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2.

REHABILITATION OF PCC MASONRY
APPLY APPROVED 
BONDING AGENT.

REHABILITATION OF PCC MASONRY IS DEFINED AS DEEP SPALL PATCHES THAT EXCEED THE 0.5 C.Y. 
THRESHOLD IN A SINGLE AREA.
ALL WORK INVOLVING METHODS OF CONCRETE REMOVAL, CLEANING OF CONCRETE SURFACE AND EXISTING 

REINFORCEMENT, REPAIRING OR REPLACING DAMAGED REINFORCEMENT AS RESULT OF CONSTRUCTION 

ACTIVITIES OR SECTION LOSS, PRESENCE OF CONTRACTION OR EXPANSION JOINTS, SURFACE 

PREPARATION, AND CONCRETE PLACEMENT SHALL BE PERFORMED IN ACCORDANCE WITH SECTION 628.3.4 

OF THE STANDARD SPECIFICATIONS. PAYMENT INCIDENTAL TO 628042 - REHABILITATION OF PCC 

MASONRY.
FOR ANY WORK INCLUDED UNDER REHABILITATION OF PCC MASONRY TO TAKE PLACE WITHIN THE SPLASH 

ZONE OR UNDERWATER, THE CONTRACTOR SHALL SUBMIT A WORKING DRAWING IN ACCORDANCE WITH 

SECTION 628 OF THE STANDARD SPECIFICATIONS.

1.
DESIGNER NOTES

2.EXISTING REINFORCING 
STEEL (TYP.)THE DETAILS DEPICTED ON THIS SHEET ARE LARGELY DERIVED FROM SECTION 628 OF THE STANDARD SPECIFICATIONS. THE 

PURPOSE OF THE DETAILS SHOWN ON THIS SHEET IS TO ASSIST WITH VISUALIZING THE REPAIR METHODS TYPICALLY USED ON 

DELDOT PROJECTS.
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SPALLED AREA
2. THE DETAILS AND NOTES AS SHOWN ON THIS SHEET ARE REQUIRED TO BE SHOWN ON PLAN SETS WHICH REQUIRE SUCH 

REPAIRS. 6 REFER TO DESIGNER 
NOTE #4.

3.V0
IF SUCH INFORMATION IS READILY AVAILABLE DURING PLAN DEVELOPMENT, THE DESIGNER SHOULD SHOW ON THE PLANS THE 

APPROXIMATE LOCATIONS AND DIMENSIONS OF THE SPALL REPAIRS AT BOTH SUBSTRUCTURE AND DECK LOCATIONS. THE 

QUANTITY CALCULATIONS SHOULD ALSO CLEARLY IDENTIFY AND EXPLAIN IN DEPTH WHICH ITEMS ARE TO BE USED AND THEIR 

ESTIMATED QUANTITIES AT EACH LOCATIONS, WITH ANY CONTINGENCIES OR TOKEN QUANTITIES ASSUMED.

3.
SAW CUT V DEPTH ON 
RECTANGULAR SHAPE 

AROUND SPALL PERIPHERY
Tr

THE DETAILS SHOWN FOR ‘REHABILITATION OF PCC MASONRY1 UTILIZES AN EXAMPLE USING PARTIAL RECONSTRUCTION OF AN 

EXISTING PIER CAP. THE DESIGNER SHOULD SHOW APPROXIMATE LOCATIONS AND ESTIMATED QUANTITY OF CONCRETE TO BE 

REMOVED AT EACH STRUCTURAL UNIT ON THE PLANS WHICH REQUIRE PARTIAL RECONSTRUCTION.

4.
NOTE: MAJORITY OF EXISTING 
REINFORCEMENT NOT SHOWN 
FOR CLARITY.

REPAIR DETAILS FOR PRESTRESSED OR POST-TENSIONED CONCRETE ELEMENTS WERE INTENTIONALLY OMITTED FROM THIS 

DETAIL. THESE TYPES OF REPAIRS ARE UNIQUE AND WILL VARY FROM PROJECT TO PROJECT. THE DESIGNER IS RESPONSIBLE 

FOR DEVELOPING APPROPRIATE REPAIR DETAILS FOR THESE TYPES OF CONCRETE ELEMENTS.

5.

REHABILITATION OF PCC MASONRY

MIN. THICKNESS VARIES DEPENDING ON THE TYPE OF OVERLAY,
REFER TO SECTIONS 625 AND 628 OF THE STANDARD SPECIFICATIONS.

V4" SCARIFICATION OR AS SPECIFIED IN THE CONTRACT DOCUMENTS
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CAVITIES V2" TO 

1" IN DEPTH
CAVITIES LESS 

THAN V2" IN DEPTH 
ON MILLED SURFACE - 
FILL MONOLITHICALLY 
W/ OVERLAY MATERIAL.
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RIDING SURFACE

CAVITIES l/2" TO 
1" IN DEPTH

CAVITIES 1" TO 
3" IN DEPTH

CAVITIES GREATER 
THAN 3" IN DEPTH

CAVITIES 1" TO 
3" IN DEPTH

LIMITS OF 
CONCRETE 
REMOVAL 
(TYP.)

LIMITS OF 
CONCRETE 
REMOVAL 
(TYP.)

TEMPORARY FORM REQUIRED WHEN 
DEPTH OF REMOVAL REACHES OR 

EXCEEDS ]/2 OF THE EXISTING 
CONCRETE DECK DEPTH

TEMPORARY FORM REQUIRED WHEN 
DEPTH OF REMOVAL REACHES OR 

EXCEEDS V2 OF THE EXISTING 
CONCRETE DECK DEPTHCAVITIES GREATER 

THAN 3" IN DEPTH

DECK REPAIR (WITH OVERLAY) DECK REPAIR (WITHOUT OVERLAY)

ISSUE DATE DETAIL No. 301.03DELAWARE DEPARTMENT OF TRANSPORTATION 

BRIDGE DESIGN MANUAL
10/01/2015CONCRETE REPAIR DETAILS NOT TO SCALE> »oA% 10/01/2016 SHEET No. 1 of 101/31/2019


